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V'l AP-500 Vil AP-580
4 Stage mini RO system 4 Stage RO system
5" sediment prefilter 10" sediment prefilter
5" carbon block prefilter 10" GAC prefilter Carbon block
RO membrane(50, 75) RO membrane(50, 75, or 100)
Post inline GAC filter Post inline GAC filter
Faucet & Installation kit Faucet & installation kit
2.2 gal. RO tank & ball valve 3.6 gal. RO tank & ball valve
Shipping dimension & weight: Shipping dimension & weight:
42x39x33cm 10kgs 47x39x47cm 11.70kgs
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V'l NL-RO5 V.l NL-RO5P
5 Stage RO system O O 5 Stage RO system
Sediment prefilter Sediment prefilter
GAC prefilter GAC prefilter
Carbon block prefilter Carbon block prefilter
RO membrane(50,75, or 100) % ? Booster pump 110/220V, 50/60Hz
Post inline GAC filter & ] < % RO membrane(50,75, or 100)

*Option: Anti-scalent filter
Faucet & installation kit

3.6 gal. RO tank & ball valve
Shipping dimension & weight:
46X39X49CM 13kgs

Disposable Filters

Post inline GAC filter
*Option: Anti-scalent filter
Faucet & installation kit

3.6 gal. RO tank & ball valve
Shipping dimension & weight:
46X39X49CM 14kgs

2 AP-600 |

5 Stage RO system

10" sediment prefilter

10" GAC prefilter

10" carbon block prefilter

RO membrane(50, 75, or 100)
Post inline GAC filter
*Option: Anti-scalent filter
Faucet & installation kit

3.6 gal. RO tank & ball valve
Shipping dimension & weight:
50x40x49cm 13.4kgs

le AP-600-UV1

5 Stage RO system w/pump & UV1
10" sediment prefilter

10" GAC prefilter

10" carbon block prefilter
Booster pump110/220V, 50/60Hz
RO membrane(50, 75, or 100)
Post inline GAC filter
Anti-scalent filter

UV1GPM sterilizer

Faucet & installation kit

3.6 gal. RO tank & ball valve
Shipping dimension & weight:
50x53x52cm 20kgs
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AP~600P

5 Stage RO system w/pump
10" sediment prefilter

10" GAC prefilter

10" carbon block prefilter
Booster pump110/220V, 50/60Hz
RO membrane(50, 75, or 100)
Post inline GAC filter

*Option: Anti-scalent filter
Faucet & installation kit

3.6 gal. RO tank & ball valve
Shipping dimension & weight:
50x49x40cm 17kgs

AP-600-UVS1 |

5 Stage RO system w/pump & UVSI
10" sediment prefilter

10" GAC prefilter

10" carbon block prefilter

Booster pump110/220V, 50/60Hz
RO membrane(50, 75, or 100)
Post inline GAC filter

Anti-scalent filter

Water switch on six-circulated UV
Faucet & installation kit

3.6 gal. RO tank & ball valve
Shipping dimension & weight:
53x52x49cm 20kgs
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Auto Flush & Non Standard Choices
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21 AP-800 |

5 Stage RO system w/auto flush
10" sediment prefilter

10" GAC prefilter

10" carbon block prefilter

Booster pump 110V/220V, 50/60Hz
RO membrane(50, 75, or 100)

Post inline GAC filter

*Option: Anti-scalent filter

Auto flushing controller & 24V solenoid valve
Faucet & installation kit

3.6 gal. RO tank & ball valve
Shipping dimension & weight:
52x5049cm 19kgs
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. AP-999

| 5 Stage RO system
2] AP-999P
5 Stage RO system w/pump

Sediment prefilter

Carbon block prefilter

Carbon block prefilter

(Booster pump110/220V, 50/60Hz)
RO membrane(50, 75, or 100)
Post inline GAC filter

Faucet & installation kit

3.5 gal. Plastic tank & ball valve
Shipping dimension & weight:
AP-999 51x43x45cm 14kgs
AP-999P 51x43x45cm 17.8kgs

ROE
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21 VH-ROS |

6 Stage RO system

AlP-2: inline sediment filter
AIC-25: inline GAC filter

RO membrane(50, 75, or 100)
AIC-2: Post inline GAC filter
AIM-2: mineralizer

Faucet & installation kit

3.5 gal. Plastic tank & ball valve
Shipping dimension & weight:
51x44x46¢cm 13kgs

P vri-Row |
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V21 AP-680 |

4 Stage RO system
Sediment prefilter

Carbon block prefilter

RO membrane(50, 75, or 100)
Post GAC filter

Faucet & installation kit

3.5 gal. Plastic tank & ball valve
Shipping dimension & weight:
44x42x43cm 10.4kgs

TYPICAL R.O. UNIT WITH PUMP FLOW CHART

(WITH PUMP)

Qil Concentration Water

| FPeal Carban Carlickge iNCIf

4 Stage RO system w/pump
AlP-2: inline sediment filter
AIC-25: inline GAC filter

RO membrane (50, 75, or 100)
AIC-2: inline post GAC filter
Faucet & installation kit

3.5gal. Plastic tank & ball valve
Shipping dimension & weight:
51x44x46cm 17.5kgs

High Prassure Switch
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Ji] DEMO-KIT Permeate Waste

AIP-25: inline sediment filter Water
AIC-25: inline GAC filter

RO membrane(50, 75, or 100)

Booster pump 110/220V, 50/60Hz

DEMO case with laser printing

Shipping dimension & weight:

43x48x46cm 13kgs

Water

AP-680 & Demostration Kit

AQuaFet

] AP-680P

4 Stage RO system w/Pump
Sediment prefilter

Carbon block prefilter

RO membrane(50, 75, or 100)
Post GAC filter

Booster pump110/220V, 50/60Hz
Faucet & installation kit

3.5 gal. Plastic tank & ball valve
Shipping dimension & weight:
59x42x44cm 14.50kgs

FILMTEC™

FILMTEC™
MODEL Permeate Flow Staf:iliz_ed Salt Minjmu_m Salt
Rate GPD (M3/d) Rejection(%) Rejection(%)
MBFT-50 50(7.9) 98.0 96.0
MBFT-75  75(12) 980 960
'MBFT-100  100(16) 90 900
Applied Pressure Shippin

MODEL ppPsig (bar) Dime“ﬁigfﬂr Vaeight
MBFT-50 50(3.4) 25pes/36x37x37em/7 2kg
MBFT75  50(34)  25pcs/36x37xa7emi7.2kg

MBFT-100 50(3.4)

TRAVEL-KIT(TEST-KIT) |

AlP-2, AIC-25, RO membrane
(50,75,100)

AlIC-2: Post Inline GAC filter
Booster pump 110/220V,
50/60Hz w/Gauge

Electrolysis Precipitator
Shipping Dimension & weight:
47x19x37cm 10kgs

TDS meter, Chlorine Test liquid & T u
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20" 5 micron Prefilter

20" 1 micron Prefilter

20" Carbon block Prefilter
Anti-Scalent Prefilter

Booster Pump & Transformer
TFC R.O. membranes(75gpd*2)
Post Granular Carbon filter
High/Low Pressure Switch
Auto Shut-off Valve

Flow Restrictor

Faucet & Installation kit

Auto Flush Controller(option)
Solenoid Valve 3/8", 1/4"
Shipping Dimension & weight:
48x26x83cm 20kgs

i

ARO-200G ARO-300G |

D

ARO-200G-N

ARO-300G-N |
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20" 5 micron Prefilter

20" 1 micron Prefilter

20" Carbon block Prefilter
Anti-Scalent Prefilter

Booster Pump & Transformer * 2 sets *3 sets
TFC R.O. membranes(100gpd*2, *3)
Post Granular Carbon filter
High/Low Pressure Switch

Faucet & Installation kit

Auto Flush Controller(option)
Solenoid Valve 3/8", 1/4"

Shipping Dimension & weight:
48x32x83cm 28kgs (ARO-200G)
48x32x83cm 28.3kgs (ARO-300G)

V.l ARO-400G

ARO-400G-N

20" 5 micron Prefilter

20" 1 micron Prefilter

20" Carbon block Prefilter
Anti-Scalent Prefilter

Booster Pump & Transformer * 4 sets
TFC R.O. membranes(100gpd*4)
Post Granular Carbon filter
High/Low Pressure Switch
Faucet & Installation kit

Auto Flush Controller(option)
Solenoid Valve 3/8", 1/4"
Shipping Dimension & weight:
48x32x83cm 29kgs

omm

ARO-800G

S.steel frame

20" Prefiiters x 3

S.steel Membrane vessel

4" x 21" membrane

Inlet & Flush Solenoid Valve
Source & Ro Gauge

Inlet & Concentration Flow meter
240gph vane pump & 1hp motor
Auto Flush Controller

TDS detector

Pressure Regulator

Anti-scalent device

Electricity consumption: 764W
Shipping Dimension & weight:
80x50x116cm 60kgs
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S.steel frame

20" Prefiiters x 3

S.steel Membrane vessel (*2)
2.5" x 21" membrane (*2)

Inlet & Flush Solenoid Valve
Source & Ro Gauge

Inlet & Concentration Flow meter
125gph vane pump & 1/2hp motor
Auto Flush Controller

Pressure Regulator

Anti-scalent device

Electricity consumption: 392W
Shipping Dimension & weight:
48x60x72cm 35kgs (300G-2)
48x60x72cm 36kgs (600G-2)

WN3ILSAS LNIJNLVIHL Jd3LVM E

P21 ARO-1500G up to 2000G |

S.steel frame

20" Prefiiters x 3

Fiber Glass Membrane vessel
4" x 40" membrane

Inlet & Flush Solenoid Valve
Source & Ro Gauge

Inlet & Concentration Flow meter
240gph vane pump & 1hp motor
Auto Flush Controller

TDS detector

Pressure Regulator

Anti-scalent device

Electricity consumption: 764W
Shipping Dimension & weight:
80x50x145cm 65kgs




~.3000gpd to 10000gpd

ARO-3000G up to 4000G |

ARO-4500G up to 5500G |

ARO-6000G up to 8000G

S.steel frame

20" Prefiiters x 3

Fiber Glass Membrane vessel*2
4" x 40" membrane*2

Inlet Actuator & Flush Solenoid Valve
Source & Ro Gauge

Inlet & Concentration Flow meter
S.steel Vertical Pump 1.1kW
(single phase motor)

Auto Flush Controller

TDS detector

Pressure Regulator

Gate Valve

Anti-scalent device*1

Electricity consumption: 1120W
Shipping Dimension & weight:
80x50x145cm 78kgs

S.steel frame

20" Prefiiters x 3

Fiber Glass Membrane vessel*3
4" x 40" membrane*3

Inlet Actuator & Flush Solenoid Valve
Source & Ro Gauge

Inlet & Concentration Flow meter
S.steel Vertical Pump 2.2kW
(single phase motor)

Auto Flush Controller

TDS detector

Pressure Regulator

Gate Valve

Anti-scalent device*2

Electricity consumption: 2220W
Shipping Dimension & weight:
80x50x145cm 88kgs

S.steel frame

Fiber Glass Membrane vessel*4
4" x 40" membrane*4

Inlet Actuator & Flush Solenoid Valve
Source & Ro Gauge

Inlet & Concentration Flow meter
S.steel Vertical Pump 2.2kW
(single phase motor)

Auto Flush Controller

TDS detector

Accumulated timer

Pressure Regulator

Gate Valve

Anti-scalent device*2

Electricity consumption: 2220W
Shipping Dimension & weight:
80x50x145cm 88kgs

ARO-10000G up t012000G

S.steel frame

Fiber Glass Membrane vessel*6
4" x 40" membrane*6

Inlet & Flush Solenoid Valve
Source & Ro Gauge

Inlet & Concentration Flow meter
S.steel Vertical Pump 4.0kW
(three phase motor)

Auto Flush Controller

TDS detector

Accumulated timer

Pressure Regulator

Gate Valve

Anti-scalent device*3

Electricity consumption: 4020wV
Shipping Dimension & weight:
112x101x150cm 120kgs

ﬁ

~ 14000gpd & Water Station Type

ARO-14000G up to16000G | The leading brand of RO Element

S.steel frame

Fiber Glass Membrane vessel*8
4" x 40" membrane*8

Inlet Actuator & Flush Solenoid Valve
Source & Ro Gauge

Inlet & Concentration Flow meter
S.steel Vertical Pump 4.0kW
(three phase motor)

Auto Flush Controller

TDS detector

Accumulated timer

Pressure Regulator

Gate Valve

Anti-scalent device*4

Electricity consumption: 4020W
Shipping Dimension & weight:
112x101x150cm

RO ELEMENT NSF approved RO Elecment,
Low pressure, high flow, minimum rejection99%.
MBFT2521 MBAS2521: 300gpd @ 150psi
MBFT4021: 1000gpd @ 150psi

MBFT4040: 2200gpd @ 150psi

NON-STANDARD CHOICE

Through years' experiences, continuous effort in water treatment, we worked
out different types of water facilities, cost, maintenance and environmental
study, we concern more than clients.

INFLSAS LNINLVIHL H31VM E

WATER TREATMENT FACILITIES:

 Water Softener
* Reverse Osmosis Main Unit
« UV Sterilizer

* Pump + Motor
» Cluster Filter

- Filtration System
+ Dosing system
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Frame for assembly

Filter housing quick fit-in type
Sediment/Granular carbon filter(option)
Tap connector or Faucet & Installation kit
Shipping dimension & weight:
12box/38x86x40cm 18.6kgs
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TRIPLE & FOUR STAGE FILTRATION

AQuAPRn

Mot ainge Fillaion Systen

AQUAPRA

Saats Stuge Filiation Systery

Application:

water dispenser, coffee machine, mini
bar, kitchen tap, any limited space.
Various cartridges could be selected.

=

Frame for assembly

Filter housing quick fit-in type

Sediment & Carbon filter(option)

Tap connector or Faucet & installation kit
Shipping dimension & weight:
6box/39x44x39cm 13kgs

Filter housing quick fit-in type

Filters: Sediment, Granular activated carbon,
Carbon Block

Tap connector or Faucet & installation kit

Carry on color package

Shipping dimension & weight:

5box/59x34x43cm 19kgs

A

Filter housing quick fit-in type

Filters: Sediment 25u, Sediment 5u, Granular activated
carbon, Carbon Block

Tap connector or Faucet & installation kit

Carry on color package

Shipping dimension & weight:

5box/59x42x43cm 24kgs

AP-3, AP-4 each unit with luxury carry-on color box, could
be located on wall, under sink, or counter top.

J] NL-ACT1 |

Carbon Block Disposable Filter
Spout and Tap Adapter

CERAMIC CARTRIDGE TYPE

| AcTi-C|

Opaque Filter Housing

ﬁ Ceramic 0.9micron filter(option)
Spout and Tap adapter

== 12box/48x37x33cm 14.8kgs

A =

COUNTER TOP SINGLE AND DUAL

Transparent Filter housing
Carbon block filter(option)
Spout and Tap adapter

EASY REPLACEMENT BY DISPOSABLE FILTER

J] NL-ACT2

Sediment 5u Disposable Filter
Carbon Block Disposable Filter
Spout and Tap Adapter

CERAMIC CARTRIDGE HOUSING

0.9u Ceramic Candle(option)
Spout and Tap Adapter

Die-Cast Aluminum Alloy Housing
12box/17.6kgs

Transparent & Opaque Filter housings
Sediment 5 micron filter(option)
Carbon Block filter(option)

Spout and Tap adapter

S10NAodd NOILVYHLIL
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MECHANICAL OR DIGITAL REMINDERS
Filter Housing Opaque

Carbon Block Filter(option)

Flow Counter (Approx. 8000L Shut-off)
Spout and Tap adapter

Shipping Dimension & Weight:
12Box/63x48x41cm 19.0kgs (ACT1)

6Box/63x48x41cm 20.5kgs (ACT2)
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7] ACT1-DF |

Filter Housing Opaque

Carbon Block Filter(option)

Faucet, s.steel bracket

Flow Counter (Approx. 8000L Shut-off)
Shipping Dimension & Weight:
12Box/67x51x40cm 23.8kgs

21 Auss |

7| Aus2-DF

Filter Housing Opaque
Carbon Block Filter(option)
Digit Flow Monitor

(by flow volume or timing)
Spout and Tap adapter
Shipping Dimension & Weight:
6Box/44x53x35cm 13.3kgs

Filter Housing Opaque
Sediment filter & Carbon
Block filter(option)

Digit Flow Monitor
(multi-filters flow monitor)
Faucet & Installation kit

Shipping Dimension & Weight:

6Box/63x49x41cm 27.3kgs

Filter Housing Opaque

Sedimet & Carbon block filters(option)
Faucet, s.steel bracket & installation bracket
Flow Counter (Approx. 8000L Shut-off)
Shipping Dimension & Weight:
6Box/67x52x42cm 26.8kgs (AUS2)
4Box/71x44x43cm 25.2kgs (AUS3)

/] AUS3-DF

Filter Housing Opaque
Sediment filter & Carbon
Block filter(option)

Digit Flow Monitor
(multi-filters flow monitor)
Faucet & Installation kit
Shipping Dimension & Weight:
4Box/70x45x44cm 26kgs

- s N
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. AHS3-TWIN

1/4" or 3/8"Filter Housing
Opaque(Double o-ring)
Sediment filter & Carbon

3/4" Filter Housing Clear & Opaque
Sediment filter & Carbon Block filter
Shipping Dimension & Weight:
6Box/63x49x41cm 27.3kgs

AQF20-TWIN

20" Filter Housing, 3/4"in/out

Block filter(option)
Faucet & Installation kit

HOUSE SYSTEM 1"-1-1/4"

® 9

AQFBB-TWIN

1", or 1-1/4" Big Blue Housing Opaque
Sediment filter & Carbon Block filter
Gauge-V(liquid type), housing wrench
Shipping Dimension & Weight:
1set/40x22x47cm 10kgs

AQF-ROBOT

1" IN/OUT Whole house system

String wound filter

GAC/Polyphosphate filter

Gauge-V, Flow meter, Anti-scalent device
Shipping Dimension & Weight:
1set/56x37x45cm 24.5kgs

Sediment & Carbon block filters
S.steel bracket(option)
Housing Wrench

AQFBB20-TWIN

1"-1-1/4" BB 20" Housings
Sediment & Carbon Block filters
Gauge(option)

Housing Wrench

o PR T U
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 AQUAPRO

il FeHs |

AUCETS .

CH

Color available:
Chrome, white, red

S130NV4d ONIMNIAA

| Fe-H1 |

| Faucet with star handle

E K

UCETS

Separated tube for the filtered water
passing though, to avaid any contact
with non-filtered water.

Water saver . aerator

Filter with a filtration at several levels
+ | (according to the needs)

A convenient mixing faucet for
non-filtered hot and cold water

The lever for filtered water

S SR B ST R S

| Facuet with bat handle | Faucet with easy handle

‘ Faucet with white handle

/! FC-VENTED

’ Faucet with white handle

7| Fe-av |

HOT/COLD/RO 3 WAY FAUCET
CHROME

| FeTT |

Touch handle faucet ‘ Touch handle faucet
Chrome & white with Air cap
FAUCET ACCESSORIES ...

| Vented faucet

| Two way faucet

;o A

Made of solid brass

High quality ceramic disc valves.

Hot & cold water inlets (3/8" compression)
Flow rate(hot/cold unfiltered water)- 6 L/min.

o Hotld 3
RO Switch Cody !

——

-

oo

/] FCTH-KIT |

3"L spout

sP-SQUARE | || OEM spout

1/4"mini spout

Push-in or 1/4" thread type

{ Long reach spout ’ 8"Straight spout

| 6"Straight spout

| Square spout

All types of ceramic
cartridges for faucets

’ 3"Faucet extension

‘ Tool kit for FCTH

S130NV4d ONIMNINEA




7l MK-808

+ Magnetic wave

FACIAL FILTER & TAP FILTER

d31711d 43IMOHS ® 11VIOVv4d

+ Engergized shower feel
» Multi-filtration with 6 filtration media
+1/2" male & female in/outlet
» Various color selection

AL

/1 MK-808C

Replacement cartridge
- Anisotropic Ferrite Managet
+ Carbon Filtration

- Activated Ceramic Ball

« Calcium Sulfite

+ KDF

Service Life: 12,000gal or 6 months

— =
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7| F-809 |

FACIAL FILTER

« Efficient and easy to install

+ Replaceable cartridge F-809C
- Magnetwaved & Chlorine free
+ Tap adapter included

SIMPLE OR MASSAGE SHOWER HEAD

‘ Shower head white, or black

FAUCET FILTER

+ Efficient and easy to install

+ Replaceable cartridge F-808C

- Great tasting water for drinking,
cooking and cleaning

- S pipe available(option)

- Faucet adapter included

7| sH3-cp_

I Massage shower head

5" AYT Filter Housing

Clear or Opaque

Item no. In/outlet
o AYEOS . VNPT
AYT-05C 1/4" NPT

7| AvT-05C |

10" AEG Filter Housing
Clear or Opaque

Item no. In/outlet
_ AEG-10W_ | 1/4", 3/8"NPT _
AEG-10C 1/4" | 3/8" NPT

7] acca0c | ] AEGAow)

10" 3Piece Construction Housing
Clear or Opaque, with or w/o Brass insert

Item no. In/outlet
_ AHS3-10 _ | 1/2",3/4" 1"BSP _

AHS3-10C 1/2", 3/4", 1" BSP
*with brass insert or without

10" AYT Filter Housing

Clear or Opaque

Item no. In/outlet
B4 e 174", 3/8" NPT _
AYT-10C 1/4", 3/8" NPT

.H |\

| .J nﬂ
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'l AYT-10 V2| AYT-10C P
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10" 02 Double O-ring Housing 8

Clear or Opague C_D

Item no. Infoutlet 2

_ AYT-10W-02 | 1/2", 3/4"NPT 9]

_ AYT10C-02 | 1/2", 3/4"NPT_ «»
_ AEG-10W-02 | 1/4",3/8"NPT

AEG-10C-02 | 1/4", 3/8" NPT
T A A

AEG-10C-02 | [;] AEG-10W-02 |

AHS3-10W | AHS3-10C
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AQF HOUSING

10" & 20" Clear or Opaque Housing

Item no. In/outlet
AQF-10 3/8", 1/2", 3/4" NPT
AQF-10C 3/8", 1/2", 3/4" NPT

AQF-2040 3/8", 1/2", 3/4" NPT
AQF-2040C = 3/8", 1/2", 3/4" NPT

AQF-10

AQF BIG BLUE HOUSING

10" & 20" Clear or Opaque Big Blue
Housing with pressure release cap

Item no. In/outlet
AQF-10s0 | 1 114"

1 1/2'NPT or BSP
AQF-2050 | 1114

1 1/2'NPT or BSP
AQF-1080c | |0 1 1M

1 1/2" NPT or BSP

S
AQF-2050c | | 1 VAL

1 1/2" NPT or BSP
*Gauge hole as option.

AQF-1050

AQF-10C

AQF-2050

AQF-2040

) A

AQF-1050C

AQF-2040C

AQF-2050C

S.STEEL HOUSING
10" & 20" S.Steel 316 Filter Housing

Item no. Infoutlet
AF-SS-10 3/4" 1" BSP
AF-SS5-20 3/4", 1" BSP

30" also available!

RO ELEMENT HOUSING
-S.STEEL OR FIBER GLASS

Item no. | In/outlet

MH2521 3/8"
MH2540 3/8"
MH4021 172"

MH4040 1/2" or 3/4"

MH4080 Side port 1-1/4" or 1-1/2"
MH4040-1 | 3/4"

MH4080-1 | Side port 1-1/4" or 1-1/2"

MH2521

AF-5S5-20

MH4021

MH4040

MEMBRANE HOUSING

Side port membrane housing

Item no. Infoutlet
MHKP11135 1/8"

18

-~
- &

MHKP11135

MH4040-1



ACID WASHED CARBON

BLOCK CARTRIDGE

L ARC05. [ BTpE s

_ APC-10 | 10" Type, 1/5/10 micron
APC-20 20" Type

APC2045 | 20" Big Blue Type

PP SPUN FIBER CARTRIDGE
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PPS2045 20" Big Blue Type
PPS-05 | 1/5/10/25micron

PPS2045 | 1/5/10/25micron

PP STRING WOUND CARTRIDGE
SWS-10 10" Type

SWS2045 20" Big Blue Type
SWS-10  1/5/10/25/50micron

SWS2045  1/5/10/25/50micron
Residential & Industrial Types

| PPS20 PPS10 | | PPSO05 | | PPS2045 || PPS1045

SWS2045 | SWs1045 | | SWS20 | SWS10

PP PLEATED CARTRIDGE
POLYRAY-10 10" Type, 0.2micron

APS-20 20" Type, Smicron POLYRAY-20 20" Type, 0.2micron

APL-10 10" Type, Smiron

1]

APS20 | | APS10 | | APL10

POLYRAY-20 | | POLYRAY-10

GENUINE COCONUT SHELL
GRANULAR ACTIVATED
CARBON CARTRIDGE

UPF-05 5" Type

S39Ald1ldvO d3lid

GAC2045 20" Big Blue Type
Other media:
KDF, Silver Carbon, Polyphosphate

GAC2045 | GAC1045

PET PLEATED CARTRIDGE,
HIGH FLOW SELECTION

APP1 045 | 10" Big Blue Type

'APP2045 | 20" Big Blue Type
APP-10 | 1/5/10/25micron

APP-20 1/5/1 0]25m|cron

APP2045 | 1/5/10/25/50micron

| APP20 | | APP10 | APP2045 | APP1045




CARTRIDGES FOR NEW LINE SERIES

CARTRIDGES FOR AP-680

—=s == —s = = =
b - i —
NLF-PP NLF-CB NLF-AC PPS-680 SWS-680 GAC-680
5u Sediment 10u Carbon Block Granular Activated 25u Sediment 25u String Wound Granular Activated
Carbon

Carbon

CARTRIDGES FOR AP-999

P —

—

CERAMIC CANDLE & CARTRIDGES

S

APS-999 APC-999

5u or 10u Sediment Carbon Block

GAC & GAC-SEDIMENT CARTRIDGES

\ \ AT ¢ (\:\ s

GAC-10 GAC-S
GAC GAC/Sediment

S-10T S-10 S-10SC C-10

0.9u, for ACT1-C 0.9u, 5u, for 0.9u, filled with 0.9u Candle for
10" Housing Silver GAC AAM12

CARTRIDGE CONTAINER

APC-680
10u Carbon Block

UPF-E 1045-E
10" type(white/clear) 10" Big Blue type

2045-E
20" Big Blue type

o
=
g
E
E
=
=<

TASTE AND ODOR FILTERS

Select the high quality coconut shell carbon mesh, high absorbent
index, lowest ash contents, healthy pH value.

TASTE & ODOR
REMOVAL

AlC-2 AIC-25

T
Y& sees
= sess AlIC
CHLORINE &
BACTERIA

ONTR

AIC-2SC AIC-25SC

Silver carbon

REMOVAL

AIC-28 AIC-258
6" L TYPE

DIA: 2.0" (52mm)LENGTH: 10.5"(262mm+-2mm)
DIA: 2.5" (64mm)LENGTH: 11"(280mm-+-2mm)
MAX FLOW: 0.75GPM

MAX PRESSURE(PSI): 125PS|

MAX TEMPERATURE: 100°F

PH: 7.0-8.0, PIPE SIZE: 1/4"

SERVICE LIFE: 1500GAL.(AIC-2)

SERVICE LIFE: 2500GAL.(AIC-25)

SHIPPING PACKAGE:
25PCS/CARTON/28x28x27cm 9KGS

(AIC-2, AIC-2SC)
24PCS/CARBON/39x32x28cm 13.6KGS
(AIC-25, AIC-255C)

DIA: 2.0" (62mm)LENGTH: 6.5"(168mm-+-2mm)
DIA: 2.5" (64mm)LENGTH: 6.5"(168mm+-2mm)
MAX FLOW: 0.75GPM

MAX PRESSURE(PSI): 125PSI

MAX TEMPERATURE: 100°F

PH: 7.0-8.0, PIPE SIZE: 1/4"

SERVICE LIFE: 750GAL.(AIC-2S)

SERVICE LIFE: 1000GAL.(AIC-25S)

SHIPPING PACKAGE:
60PCS/CARTON/39x31x27cm 12.5KGS(AIC-2S)
40PCS/CARTON/39x31x27cm 14KGS(AIC-25S)

22



GAC/POLYPHOSPHATE, against hard water
deposits, with slow resolved Polyphosphate

CARBON &
POLYPHOSPHATE

AIC-2P AIC-25P
23

INLINE GAC/KDF, restraint of bacteria's PN
growth, remove heavy metal particles . '

AlC-2K AIC-25K

ANTI-NITRATES resin filter, CATION resin filter,
Mix-bed resin filter ...

ANTI-NITRATES i |

ANIC-2 ANIC-25

SEDIMENT/GAC, dual stage

AICS-2 AICS-25

DIA: 2.0" (52mm)LENGTH: 10.5"(262mm-+-2mm)
DIA: 2.5" (64mm)LENGTH: 11"(280mm-+-2mm)
MAX FLOW: 0.75GPM

MAX PRESSURE(PSI): 125PSI

MAX TEMPERATURE: 100 E

PIPE SIZE: 1/4"

SERVICE LIFE: 1500GAL.(AIC-2P)

SERVICE LIFE: 2500GAL.(AIC-25P)

SHIPPING PACKAGE:
25PCS/CARTON/28x28x27cm 10.4KGS(AIC-2P)
24PCSICARBON/39x32x28cm 15KGS(AIC-25P)

DIA: 2.0" (52mm)LENGTH: 10.5"(262mm+-2mm)
DIA: 2.5" (64mm)LENGTH: 11"(280mm-+-2mm)
MAX FLOW: 0.75GPM

MAX PRESSURE(PSI): 125PSI

MAX TEMPERATURE: 100 F

PIPE SIZE: 1/4" o

SERVICE LIFE: 1500GAL.(AIC-2K)

SERVICE LIFE: 2500GAL.(AIC-25K)

SHIPPING PACKAGE:
25PCS/CARTON/28x28x27cm 11KGS(AIC-2K)
24PCS/CARBON/39x32x28cm 15KGS(AIC-25K)

DIA: 2.0" (52mm)LENGTH: 10.5"(262mm+-2mm)
DIA: 2.5" (64mm)LENGTH: 11"(280mm+-2mm)
MAX FLOW: 0.75GPM

MAX PRESSURE(PSI): 125PSI

MAX TEMPERATURE: 100 F

PIPE SIZE: 1/4"

SHIPPING PACKAGE: 2
25PCS/CARTON/28x28x27cm 19.2KGS(ANIC-2)
24PCS/CARBON/39x32x28cm 13.5KGS(ANIC-25)

DIA: 2.0" (52mm)LENGTH: 10.5"(262mm+-2mm)
DIA: 2.5" (64mm)LENGTH: 11"(280mm-+-2mm)
MAX FLOW: 0.75GPM

MAX PRESSURE(PSI): 125PSI

MAX TEMPERATURE: 100 F

PH: 7.0-8.0 o

PIPE SIZE: 1/4"

SERVICE LIFE: 1500GAL.(AICS-2)

SERVICE LIFE: 2500GAL.(AICS-25)

SHIPPING PACKAGE:
25PCS/CARTON/28x28x27cm 8.2KGS(AICS-2)
24PCS/CARBON/39x32x28cm 14KGS(AICS-25)

SEDIMENT/GAC/POLYPHOSPHATE, three in one

AQUAPRO INLINE SEDIMENT FILTER,
multi-layer, depth filtration, stops sand,
dirt, and other solid particles.

L™ AP

DIRT & SAND
REDUCTION

AlP-2 AIP-25

Bio-ceramic ball and the natural herb stone,

vitalize and mineralize the drinking water

AlIM-2 AlM-25

All the AQUAPRO inline filters with Quick-fit in
types, offer simple press-fit operation.

DIA: 2.0" (52mm)LENGTH: 10.5"(262mm+-2mm)
DIA: 2.5" (64mm)LENGTH: 11"(280mm-+-2mm)
MAX FLOW: 0.75GPM

MAX PRESSURE(PSI): 125PSI

MAX TEMPERATURE: 100°F

PIPE SIZE: 1/4"

SERVICE LIFE: 1500GAL.(AIT-2)

SERVICE LIFE: 2500GAL.(AIT-25)

SHIPPING PACKAGE:
25PCS/CARTON/28x28x27cm 10KGS(AIT-2)
24PCS/ICARBON/39x32x28cm 13.5KGS(AIT-25)

DIA: 2.0" (62mm)LENGTH: 10.5"(262mm+-2mm)
DIA: 2.5" (64mm)LENGTH: 11"(280mm-+-2mm)
MAX FLOW: 0.75GPM

MAX PRESSURE(PSI): 125PSI

MAX TEMPERATURE: 100 F

NOMINAL FILTRATION: 5§ MICRON

PIPE SIZE: 1/4"

SHIPPING PACKAGE:
25PCS/CARTON/28x28x27cm 6KGS(AIP-2)
24PCS/CARBON/39x32x28cm 10KGS(AIP-25)

DIA: 2.0" (52mm)LENGTH: 10.5"(262mm+-2mm)
DIA: 2.5" (64mm)LENGTH: 11"(280mm+-2mm)
MAX FLOW: 0.75GPM

MAX PRESSURE(PSI): 125PSI

MAX TEMPERATURE: 100 F

PIPE SIZE: 1/4"

SHIPPING PACKAGE: °
25PCS/CARTON/28x28%x27cm 13.8KGS(AIM-2)
24PCS/CARBON/39x32x28cm 25KGS(AIM-25)
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SIX CYCLE UV 1GPM STANDARD SPECIFICATION AQUAPRO UV STANDARD FEATURES

| DIMENSION Lo\ x Diimm) | 240500430 _ _ S A + Heavy duty stainless steel pressure vessel - Working pressure 125PS
ELECTRICALVOLTS | 1107220V | tHeavydulyouatssiooe. . _ oo s oo s s L power GanSUMENON . ool s
_________________ 2L _ _*High output, hard glass UV lamps for maximum efficiency - 9000 hours lamp life(approx. 1yearofuse) c E
L O R s ssmuale iCoe— 4N + CE ballast with lamp failure indicator and warning buzzer “MPICBOHEROHE o o
_INOUTPORT _ | om0 B -Ceramicendcapof Wlamp » Vertical or Horizontal installation *
,L{\{Lﬁ[‘ﬂf'jp,@ 777777777 e + 30000mic. watt sec/cm?2 at energy of 253.7nm wave length » UV light Monitor available [H us
PAUARTESLERVEIDG) 1 e
LAMP FAILURE DEVICE | YES
“AMBIENT TEMPERATURE | 2-40 C(36%104°F) 6-12GPM UV STERILIZER-HORIZONTAL TYPE STANDARD SPECIFICATION
"LAMP WATTS |- ow L DIMENSION LxWx D (mm} | 880X80480 ..
"CHAMBER | ALUMINUM ELECTRICAL VOLTS 1102200
c E . . A T R I R, e e
FLOW RATE BGPM
W N | 000 TSN Rowee T lloewm
= Vil Uv-s1 __INouTPORT ]~ e s el =
= SIX-CYCLE UV STERILIZER UV Started by Flow-sensor | LDCLBNE (EED o i T N G PPRPI ) 0
§ QUARTZ SLEEVE (PC) 1 i
I S P QUARTZSLEEVE(RG) 1 1
< s e B i i i s i 2
= 1-2GPM - _ _AMBIENT TEMPERATURE | 240 C(38-104F) =
2 i I R ow T T o
m CHAMBER SS304 L
= —
s STANDARD SPECIFICATION STANDARD SEPCIFICATION s
3 _DIMENSION L xWx D (mm) | 278X80X80 DIMENSION L x W x D (mm) 900X170X89(UV24GPM-H) >
m ELECTRICALVOLTS | 110/220v So80HZ | &~ — — ———— @& o _______]. 900X190X160(UV24GPM, HTM) _ —
b ] FLOW RATE _ _ELECTRICALVOLTS | 110/220v, 50/60HZ2 %
" ’ s e . . FLOWRATE |~ 26PM %
= -~ CULAMP(C) [ IR oL N | - A——— ~
% E-ﬁf CQUARTZSLEEVE(®PC)  [1  — ~ "7 | GEEEERELEE e WILAMPPC) . o e o S m
= _LAMPFAILUREDEVICE | Yes [ = s SypiiiEsEsE . L QUARTZ SLEEVE(PG) - T ———— z
= AMBIENT TEMPERATURE | 2-40 C(36:104°F) __LAMPFAILUREDEVICE | YES® o __. =
m CLAMPWATTS |- R S S e A AMBIENT TEMPERATURE _ | 2-40 C(36-104F) _ ______ _ H
b1 .l UVIGPM CBHAMBER. | & - - = LAMPWATTS | o bl
__CHAMBER | St N
_ _ACCUMULATEDTIMER _ _ | UV12GPM-HT, UV12GPM-HTM _
UV LIGHT MONITOR UV12GPM-HTM
UV WATER FILTRATION STANDARD SPECIFICATION

5" prefilters x 2

__Anti-scalentfiter
| _Postinlnefter |
o Covst T
= _ _Faucet&Installation kit -
Face indicators: Power/Work/Fail UV12GPM-HTM J
' 6-12GPM UV STERILIZER-VERTICAL TYPE
STANDARD SEPCIFICATION
UVBGPM-V UV12GPM-V (o
Water Sttelngr
W1 VITTIPRO] v, __DIVENSION L x WD (i) | 650X60X140 ___| 900XBSX170 ____ it
i o _ _ELECTRICALVOLTS | 110/220V, 50/60HZ | 110/220V, 50/60HZ _
' _ _FLOWRATE | 6GPM__ [ 12GPM__
{ _INOUTPORT  f1=2' L ar
— UV LANP (PC) 1 (N SEY I
STANDARD SPECIFICATION L -QUARTZSLEEVERC). - (4 - L . \
i 10" sediment prefilter L TALURE DEVICE Y L o e \
b  10"carbon block prefiter @0 & | AMBIENT TEMPERATURE | 2-40 C(36-104°F) | 2-40 C(36-104°F)
OVicPMsietasr 11T Cwwewatrs oo | ——
| " Faucet & installation kit _ _CHAMBER _ | Sl —— e
ACCUMULATED TIMER YES YES

Ji] VH-UVs1|

Multi-stage filtration unit with UVS1 in case

Ji] APUVDH1 |

Two stage filtration unit with UV1GPM

V2l uvecPm-v UV12GPM-V




CE ® RN

STANDARD SPECIFICATION

STANDARD SEPCIFICATION

DIMENSION L x W x D (mm) | 900X190X160(UV24GPM-H)
_________________ 900X240X160(UV24GPM, HTM)

ELECTRICAL VOLTS 110/220V, 50/60HZ
" FLOWRATE | 24GPM 77
" INoUTPORT | T T T
T uvLamP () | g
" TQUARTZSLEEVE(PC) | 2 T
" "LAMP FAILURE DEVICE | YES 7~
" "AMBIENT TEMPERATURE | 2-40°C(36-104°F)
T TLAMPWATTS | | Bewx2 T T T T O
" cHAmBER | ssa04
__ACCUMULATEDTIMER _ | UV24GPM-HT HTM

UV LIGHT MONITOR UV24GPM-HTM

._‘m‘,.

36GPM STANDARD SPECIFICATION
_ _DIMENSION L x Wx D (mm) | 980X230X280
i \ i ! ELECTRICAL VOLTS 1107220V
R BRI~ - .o i s 2 S0/60HZ
9 - _ _FLOWRATE | 3GPM_
~ _INOUTPORT |~ e
3 __WILAMP(PC) | ¢ 3
e _ _QUARTZSLEEVE(PC) |3 =
_ _LAMPFAILUREDEVICE | YES
o R ) _ _AMBIENT TEMPERATURE | 2-40,C(36-104.F)
__LAMPWATTS = | ¢ JWX3_
UV36GPM-HT " cHamBerR T ss304
_ _ACCUMLATED TIMER | ° YES ______ __
UV LIGHT MONITOR UV36GPM-HTM
UV BALLAST UV LIGHT STRENGTH MONITOR
0% i o 50% 100%
o - u;lz;u%:
_WATTS _ | 10-14W wiwsecen
APPLICATION UV-S Wi AQUAPRR
UV1IGPM =
V.ol BA-1014W
UV BALLAST
STANDARD SPECIFICATION
Twarts | 2040w A ~ Wave-length of light range: 200~1000nm
sorLoAToN | e VUGKTNONTOR  ~Jnnsty ofange. 58100 aesnde
— _ Material: SS316 & Quartzglass
V'l BA-2040W _ _Normal: 23-38 pw-sec/cm: (60-100%)
UV BALLAST _ _Service: 16-23 pw-sec/on? (40-60%)

Power: 120V or 230V (50/60Hz)

_ DIMENSIONLxWxD (mm) | 980X230X280
ELECTRICAL VOLTS o220V
o _______|->%0eoHz
B _ _FLOWRATE __—~~___[4sGPm___
. INJOUT PORT 11/2"
: , TTuvwawe ey e T T
——B  auwsenieo s
LAMP FAILURE DEVICE YES
" TAMBIENT TEMPERATURE | 2-40°C(36-104°F)
T TlamPwatts . [ 3ewxa T T T T T
_ CHAMBER | sssoaissste
ACCUMLATED TIMER | YEs
" UVLIGHT MONITOR | UV4BGPM-HTM
STANDARD SPECIFICATION
DIMENSION Lx W x D (mm) | 980X280X280
ELECTRICAL VOLTS MorZ20v
50/60HZ
" FLOWRATE  |eoc Pm
T OINOUTPORT | 2"orFLANGE
B s e - e
| TQUARTZSLEEVE®L). . 15 .
" LAMPFAILURE DEVICE | YEs ~°
" TAMBIENT TEMPERATURE | 2-40°C(38-104°F)
T TlamPwaTTs . J3ewxs T T T
" CHAMBER  |ss3s  ~
" ACCUMLATEDTIMER | YEs ~
" UVLIGHTMONITOR | YES
STANDARD SPECIFICATION
DIMENSIONLxWx D (mm) | 980X280X280
ELECTRICAL VOLTS 110/220v
50/60HZ
" FLOWRATE | 726PM
T OINOUTPORT | 27orFLANGE
TTuvwawPecy e T T T T
" TQUARTZ SLEEVE (PC) | & 77
" LAMPFAILURE DEVICE | YEs
" AMBIENT TEMPERATURE | 2-40°C(36-104°F)
T LamPwatts . [ 3ewxs
CLRMBER, - - - | Bede T - s
| TACCUMLATED TIMER. | YES. . 1
" UVLUGHTMONITOR | Yes 7~
STANDARD SPECIFICATION
DIMENSION L x W x D (mm) | 1500X1100X560
ELECTRICAL VOLTS norzov
50/60HZ
" FLOWRATE | 120ePm T
" INOUTPORT | 3"orFLANGE
T N
TQUARTZSLEEVE(PC) |10 T 7
" LAMP FAILURE DEVICE | YEs
~ AMBIENT TEMPERATURE | 2-40°C(36-104F)
C LAMPWATTS | 3ewx10
" "cHamBER | ssmweissateL
" "ACCUMLATEDTIMER | YEs ~°~
" UVLUGHT MONITOR | YEs
 SEPARATE POWERBOX | YES

. UV120GPM

Hd3AZITIHTLS H31LVM LIT10IAVELTN
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Ball Valve & Connector for A6, A7

RO tank cleaning tablet

PUMP & TRANSFORMER

V] TR-24 |

Type no. Material Capacity | Dimension(mm) | Color Available| Pipe Thread TE'rLdpuerrE{arE?e
A2 Steel 1.2Gal. | H319xD203 | White/Blue | 1/4" Male NPT | 60°CH40F
A3 Steel 2.2Gal. | H358xD230 | White/Blue | 1/4" Male NPT | 60°C/14C°F

ps-p | Ouiside:Plastic | 5 56,1 | 11364 x D240 White 1/4" Male NPT | 45°C/110°F
Inside: Steel

A4 Steel 36Gal. | H380x D276 | White/Blue | 1/4" Male NPT | 60°C/140°F

pap | OutsiderPlastic | o S | Haot x D280 White 1/4" Male NPT | 45°C/H10°F
Inside: Steel

A5 Plastic 3.5Gal. | H400 x D285 White 1/4" Male NPT | 45°C/110°F

A5-5 Steel 55Gal. | H410xD300 | White/Blue | 1/4" Male NPT | 60°C/140°F

AG Steel 10.7Gal.| H580 x D390 vy 3/4" Male NPT | 60°C/140°F

AT Steel 20Gal. [ H800 x D390 Ivy 3/4" Male NPT | 60°C/140°F

Il TR-36 |

Diagram of Pressure and flow rate

PM6689-50GPD

50 GPD 100 GPD
G
1 10
s - 100 —
M & —
\\\ 80
7 \‘\ 7

200 300 400 500 600
FLOW RATE

700 BOO 900 1000 1400 1200

Nl fmin,

10
100

200 300 400 500 600

FLOW RATE

700 800 800 1000 100 1200

Ml fmin.

INTERNAL BYPASS

12.O-ring
11.Plug

10 Spring

\

/\>i,

Features of Pump:

wm hausing

o

Pistons
\Gmm

7 Lowef housing

\D.K\mn agm

~._~Sucket

@@LM

S, Steel Bracket for Faucet S.Steel Bracket for Single
60*44*52 Housing 86*54*34

Bracket for AQF10/20
Housing 115*75*40

S.Steel Bracket for AQF
10/20 Housing 115*75*40

Bracket for AHS Housing
110*77*45

V] BK-1BB BK-1BB-SS | BK-2HN | P2 Bk-2uN-ss| Pl BK-2HU
Bracket for 1 Big Blue S.Steel Bracket for 1 Big Blue  Bracket for 2 Housings S.Steel Bracket for 2 Housings ~ Bracket for 2 Housing U type
Housing 116*122*175 Housing 116*122*172 N type 235*135*94 Ntype 235*135"94 210%90*30

S13MOvyd ONILNNON

Bracket for 2 Housings
192*102*45

Bracket for 2 AQF Housings
235*136*95

S.Steel Bracket for 2 AQF
Housings 235*136*95

Ji] BK-2BB |

Bracket for 2 Big Blue
Housings 350*212*100

y:'| BK-2BB-SS

S.Steel Bracket for 2 Big Blue
Housings 350*212*100

Bracket for 3 Housings
N type 360%140*50

BK-3HN-SS |
S.Steel Bracket for 3 Housings
N type 360*140*95

BK-3HU |
Bracket for 3 Housings
Utype 340%85*55

BK-3A-SS-N | BK-3A-SS-L |
S.Steel Bracket for 3 AQF S.Steel Bracket for 3 AQF
Housings N type 360*150*90 Housings Ltype 360*140*45

V.| BK-3A-150

Bracket for 3 AQF Housing
(ARO-150G USE) 445*200*170

] BK-3BB |

Bracket for 3 Big Blue Housings
590*205*120

Bracket for RO assembly
310*184*130

Ji] BK-ROS |

Bracket for RO assembly
350*186*130




iy . g
' '-h'?h ’15; MODEL DIMENSION HOT COLD
Tl e NO. (mm) TANK TANK
| | 2%07CH__ I SO0LxASGWxiaO0OW | Sliters | 10Liters
| 2307CH/RO 500Lx430Wx1300H  5Liters  10Liters
| 2307CH/RO/UV ~ 500Lx430Wx1300H  5Liters  10Liters
J | 2307ACH  _ _IESdtLeisUWeieoll || Sliters PRAOLIEE S
i 2307ACH/RO 530Lx450Wx1300H  5Liters  10Liters
2307ACH/RO/UV ~ 530Lx450Wx1300H  5Liters  10Liters §
- ' y MODEL REVERSE uv H
AR P 919PR-CH L | . NO. OSMOSIS EQUIPMENT i
| - i 2307CH o
HOT coLD w " 2307cHRO e T -
MODEL  DIMENSION WATER waTer HOT COLD FILTRATION e Dbl S RS 7))
NO. (mm) TANK TANK RO w 2307CH/RO/UV ) ™ T
TEMP  TEMP 74 2307ACH m
[919CH SRSt i | 55 C-100°C R W) 2.5Liter Rl Filler | h | ‘ 2307ACHRO e T %
919H 390Lx400Wx515H B85°C-100°C  N/A  2.5Liter N/A RO 7 ' T o307ACHROUY e T TTT e m
S19PRCH 35Lx33Wnd2H 85C 4C__ILiter 4Liter  NA___ V'l 2307CH y.'| 2307ACH g
919PR-C 35Lx33Wx42H N/A 4°C N/A  A4liter N/A
929CH 320Lx400Wx1040H 85°C-100°C  4°C  2.5Liter A4Liter RO CUP Holder | 929CH | WATER DISPENSER FOR SCHOOL OR PUBLIC AREA
« Compressor Cooling System ~
- High Quality Faucets Design , N\
 Stainless Steel Hot Water Tank gf”} [
« Water Storage Reservoir

STAINLESS STEEL WATER DISPENSERS

_— ;&

P2l 1000CH ] 3207 . £

i 4 '
MODEL  DIMENSION HOT WATER COLD WATER P VAl 311c VAl 312cH
NO. (mm) TEMPICAPACITY TEMP/CAPACITY % %
__ _3207CH _ __300Lx425Wx475H__ _ 95°C-100°C/4Liter_ _ _ 3-5°C/2.5Liter_ é g MODEL  DIMENSION HOT COLD FILTRATION
_3207C ____ 300Lx425Wx475H  NIA 3-5C/2 5Liter % % NO. (mm) TANK  TANK
3207H 300Lx425Wx475H 95°C-100°C/4Liter N/A % % 311G | 780Lx320Wi1020H N/A  22liters F”\tarfg?on
6207CH 300Lx425Wx1060H  95°C-100°C/ALiter 3-5°C/3Liter / 7 : ; with
= e - — — — — i e e e S / s 312CH  700Lx300Wx1020H 2Liters 2.2Liters It
___B207C ___ 300Lx425Wx1060H  NA 3-5°C/3Liter_ Filtration
6207H 300Lx425Wx1060H  95°C-100°C/4Liter N/A Vo 6207 ﬁ_ﬁ _ 313C  320Lx320Wx1020H N/A  2.2Lliters N/A
1000CH 382Lx263Wx490H 85°C-100°C/3Liter 3-5°C/2.5Liter 314C  320Lx320Wx830H N/A  N/A with

Filtration




. SWBR-JC

LVES,C

ONN

HTUBIN

SWBR-JG | SWHP | SWLP

| swows | SWDWS-JC|

Auto Shut-off Valve

Auto Shut-off Valve High Pressure Switch Low Pressure Switch Flow restrictor

Flow Restrictor

Jaco type with Quick Connector Rate:250/300/420/525ml Rate: 400ml
> &3 3| #F’
- | ‘w y
| G
AW .
.
ABVL-JC | ABVL-A4 | ABVS | CKD | CKB-2 CKB-25] CK-SQ
Tank Ball Valve Tank Ball Valve Straight Tank Double Clamp 2"/2", 2" Single Clamp Square Clamp
= Ball Valve 25025212 5" 2.5" Single Clamp
>
=
m
N i T N :
o — » “\’
o - -~
% | — N 3 -
m \ “‘\ Fi -
2 & \ "
o
2
5
m CK-4 | DNCR | WRS-20 | wrRsB | JEIwRrs-AHs | WRS
O 4" DIA CLAMP Drain Connector AQF 10" & 20 Big Blue Housing AHS3 Housing Wrench  Standard & AP999
Tz (1/4", 3/8") Housing Wrench Wrench Housing Wrench
-
=
2y
2 4
/”/
P2l cN-cP-m CN-CPF | BVST | BVST-JC | BVST-JG |
C.P. Brass Male C.P. Brass Female Stainless Steel Check Valve Jaco type  Check Valve in 1"MX3/4'F  1/2"MX3/8'F
1/4"Tube Connector 1/4"Tube Connector Check Valve Quick Connector IAMXY/2'F 3/8"MX1/4"F

1/4",1/2",3/4"M

A

Male Connector with Barb
3/4" Mx3/4" Barb
3/8" Mx3/8" Barb

1/4",1/2",3/4"F

Y

I

S

3/4"MX1/4"F

,

~

©

" - @
PZAiNsERT-14,38 | G FERRULE | Fl-1g8 | FI-18A | TUBE
Polyethylene Tube Insert FERRULE 1/4", 3/8" C.P. Brass Drinking S.Steel Drinking Polyethylene Tube1/4",
1/4", 3/8" Bubbler Bubbler 3/8" Colors Available

A sviz | Moz ] Wov | Eow

Pipe Saddle Valve Pipe Saddle Valve C Type Saddle Valve Diverter Valve Diverter Valve
1/4", 3/8" 1/4", 3/8"Com. Nut
fn-—'—'— —-—'_'E = . '
5 s 6
& | Niliia
sy

W
B

Return Diverter Valve

A

Return Diverter Valve Return Diverter Valve

il DV-HA |

Diverter Valve w/Handle

Diverter Valve w/Handle

(1/4", 3/18") (1/4", 3/8"Com. Nut) (1/4", 3/8") w/Handle (1/4", 3/8") w/Handle (1/4", 3/8"Com. Nut) 8
EF N = S =
_ i - =
—_— - o o
® . :
® = m
— 7 —~ Z
-
b ”
4412 | 4413 | Fl-23-A | FI-23-A1 | F238 | EInv-s |

1/8"x1/4"tube
Adjustable flow restrictor

Brass Inlet Elbow 1/4" Brass Oulet Elbow
pipeX1/4"(3/8")Com. nut 1/4"

Brass Inlet Elbow
1/4"X1/4"(3/8")Barb

External Tap Adapter Internal Tap Adapter

-

Brass Ball Valve
1/2"MX1/2"F"

Y Fwe-1 |

1/2"Feed Water Connector
1/4", 3/8" tube

3/4"FX3/4"M Water
Connector 1/4", 3/8"tube

1/2"Feed Water
Connector 1/4", 3/8"tube

i) BVBR-14

Brass Ball Valve
1/4"MX1/4"Tube
1/4"MX3/8"Tube
1/2"M also available

P Gv-ss NV-SS316 | Nv-14 | Nv-14T | Blac22 | AC-23
S.Steel Gate Valve S.Steel 316 Needle C.P. Brass Needle Needle Valve 1/4'Tube Male Diverter Valve Male & Female Diverter
(172", 3/4", 1", 1 1/4") Valve 1/2", 3/4", 1" 1/4"Thread Adapter(13/16", 15/16") Valve Adapter
e ==
g—- gz R g
A 5 ol - - =/
M— - =




| FITTING, QUICK CONNECTC

e \ SOLENOID VALVE, PRESSURE GAUGES,
iR"ANIJ NEIPPL S :':::::FLOW METERS, EI;OAT SWITCH == = .

SOLENOID VALVES
PLASTIC JACO FITTINGS SV-1RSV-2R ] sv-2 o] sv-3 o] sv-4 2] sv-6 o] sv-s
10-4-2 Wil 10-4-4 Wil 10-4-6 P2l 10-4-8 p:°) 10-6-4 2l 10-6-6 Wil 10-6-8 Pl 15-4 &l 15-4-D 1/8"Solenoid Valve(Plastic)| 1/4"Solenoid Valve 3/8"F Solenoid Valve | 1/2"F Solenoid Valve | 3/4"F Solenoid Valve | 1"F Solenoid Valve
Male Connector | Male Connector | Male Connector | Male Connector | Male Connector | Male Connector | Male Connector | Union Union 1/4"Solenoid Valve(Plastic)
1/4"tube X 1/4"tube X 1/4"tube X 1/4"tube X 3/8"tube X 3/8"tube X 3/8"tube X Connector Connector
1/8"pipe 1/4"pipe 3/8"pipe 1/2"pipe 1/4"pipe 3/8"pipe 1/2"pipe 1/4"tube 1/4"tube "
\ k o n
mC | e mimisiis s
15-4-6 #l 15-6-6 &) 25-4-2 o) 25-4-4 Wil 40-4-2 Wil 40-4-4 . 40-4-6 40-6-4 2l 40-6-6
Union Union Connector| Female connector |Female connector| Male Elbow Male Elbow Male Elbow Male Elbow Male Elbow PRESSURE GAUGES
Connector 3/8"tube U/4" ubex1/8" 14" bex/4" | 1/4'tube x| 1/4'tube x 1/4"tube x 3/8'ube X |3/8"tube X -] GAUGE.V FLOW METERS
m 1/4"tube x thread thread 1/8"pipe 1/4"pipe 3/8"pipe 1/4"pipe 3/8"pipe w
:|| 3/8"tube Small pressure Gauge Horizontal Type w/bracket Vertical Type ’ (]
> *1/8"connector(option) E
® I — i =
? JEENS SIS SIS S :
= GPM 4 LM o
o e 5 >
- = : _ = = = = =%
o 45-4-2 iy 45-4-4 ] 60-4-4 iy 60-6-4 i.| 60-6-6 iy 70-4 iy 70-6 | 75-4-4 . 75-6-6 I=Es E
2 Female Elbow | Female Elbow |Male Branch | Male Branch | Male Branch | Union Tees Male Union Union Tees Union Tees i 3 L
ﬁ 1/4"tube x 1/4"tube x Tees 1/4"tube | Tees 3/8"tube |Tees 3/8"tube | 1/4"tube Tees 3/8"tube | 1/4"tube x 3/8"tube x = g
(] 1/8"pipe 1/4"pipe x 1/4"pipe x 1/4"pipe x 3/8"pipe 1/4"pipe 3/8"pipe F ¥
Z PP PP PP PP PP GAUGE-S  GAUGE-H GAUGE-V 5 %
= PIPE SIZE 118" 14" 114" e =
; @% @%\ Eﬁ%\@ @%@ FACE DIA 40m/m 60m/m 60m/m — r?l
— @
TYPE: D Liquid filled Liquid filled
= i ] ] ARE m FM-5 - FM-10 . FM-20 | [
:g RANGE  0-11BAR/0-160PSI  0-15KG/0-200PSI 0-15BAR/0-220PSI o
— PLASTIC NIPPLE & NIPPLE WITH ORING 0-35KG/0-500PS|  0-20KG/0-300PSI m
m : . . . . FM-1 0.1-1GP FM-10 1.0-10GPM w
: = A - A 5 A 2 A = A =
V.l NIPPLE-14 'l NIPPLE-38 ! NIPPLE-12 ! NIPPLE-34 ‘] NIPPLE-88 | NIPPLE-141 e 035GB FMZ0 > 0.20GPM
1/4" X 1/4" 3/8" X 3/8" 1/2" X 1/2" 3/4" X 3/4" ] [ 11/4" X 1 1/4" FLOATING SWITCH
FM-5 1.0-5GPM
i T T W mm W n.)ll||l [/ ,J,,i}lll (. ||l(| ...||| [Frar e [FTC_ |
g ! Floatmg Switch Floatlng Switch
for storage tanks j for Counter Top RO
WP
QUICK FIT-IN CONNECTOR QUICK FIT-IN CONNECTOR
P21 Tee + Stem Adapter | Tee + Central Leg '] Tee i'| Male Elbow Straight Adapter i{{ Straight Adapter i{ Straight Adapter i| Straight Stem
75-4-2: 1/4"tube x 1/8"male 60-4-2: 1/4"tube x 1/8"male 70-4: 1/4"tube 40-4-2: 1/4"tube x 1/8"male 10-4-2: 1/4"tube x 1/8"male 10-4-4: 1/4"tube x 1/4"male 10-4-6: 1/4"tube x 3/8"male 10-0-4: 1/4"tube
75-4-4: 1/4"tube x 1/4"male 60-4-4: 1/4"tube x 1/4"male 70-4-E:1/4"tube 40-4-2-0: 1/4"tube x 1/8"male
75-4-6: 1/4"tube x 3/8"male 60-4-6: 1/4"tube x 3/8"male with O-ring
, » |
1 n s = ’
_&--m ‘_*i, ;:Luun." =7, ] € F
h*‘!} — — - ==
Male Elbow I Male Elbow £} Stem + Elbow | Elbow Connector Female Adapter .| Female Adapter 'l Female Adapte 2| Twin Connector Single Connector
40-4-4: 1/4"tube x 1/4"male 40-4-6: 1/4"tube x 3/8"male 40-0-4: 1/4"tube 40-4-D: 1/4" tube x1/4" tube 25-4-2: 25-4-4; 25-4-6: 15-4-4D: 15-4-4S:
40-4-4-0O: 1/4"tube x 1/4"male 1/4"tube x 1/8"female 1/4"tube x 1/4"female 1/4"tube x 3/8"female 1/4"tube x 1/4"tube 1/4"tube x 1/4"tube
with O-ring
| | [] | | | —— -
- = '\ = - ol ; o,
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Yol CF15
Yl CF21

® Flange in/outlet available

® Housing Material:SS304, or SS316 on request.

® Entire set of filter cartridges is removed at one time for
cleaning replacement.

® Working Temperature: 1~50 ° C

® Working Pressure: 30~150psi(2~10kg/cm2)

CF-5/7 120 280 470 230
— el I SIS . SE
( L=l W + CF-10/14 120 280 770 230
8 J ) A T T T T T e e T
L f 5 CF-15/21 120 280 990 230
NP7 R N G0 G S SO T o S
] L J \\ | it CF-20/28 120 280 1260 230
Rl o
f
PART NO. DESCRIPTION PIPE SIZE(NPT) DRAIN(NPT) CARTRIDGES LOAD
CFO05 230mm(D)x590mm(H) 11/2 3/4 10"x5
CF10 230mm(D)x890mm(H) 11/2 3/4 20"x5
CF15 230mm(D)x1110mm(H) 11/2 3/4" 30"x5
CF20 230mm(D)x1380mm(H) 11/2 3/4 40"x5
CF07 230mm(D)x590mm(H) 11/2 34 10"%7
CF14 230mm(D)x890mm(H) 11/2 3/4 20"x7
CF21 230mm(D)x1110mm(H) 2 3/4" 30"x7
CF28 230mm(D)x1380mm(H) 2 3/4" 40"x7

TESTERS & MONITORS o
\ ‘%,_, Y ;‘ S . . /_']‘
i

pil TDs-D |

Panel type TDS meter
Range: 1 ~ 9990 PPM

R_, 'REMIND ER AN ,,

LLER

CONT

il TETDS |

Total Dissolved Solid Meter
TDS-3: 1 ~ 999PPM
TDS-2: 10 ~ 9990PPM

Ja] TDs-D2 |

Industrial Water Quality Montior
Source water reading:

1~1990 ps/em(1 ~ 1000 PPM)
RO water reading:

1~1990 us/cm(1 ~ 1000 PPM)

!
il TESPOO1 |

Electrolysis Precipitator
110/220VAC

A RCECH

| Water quality test cup

| Digital Pressure Reader

m‘
oigiFiow S000%

F2] DF-6000 |

Digit Flow Monitor
Monitor up to 5 liters

| PH Reader

AUTO FLUSHING CONTROLLER WATER FLOW COUNTER

L ] L LJ L] L

5 Aguaero” 2

WATER FLUSHING CONTROL

] Mc-2 AN

Mechanical Type Flow Counter
8000liter(2000gal.) shut-off

Power: AC110V, 240V 50/60Hz
(24V available)

* Six indicator lamps

* Manual flush button

LABORATORY TESTERS

Il Ec-410 |

Microprocessor Water
Quality Monitor
Resistivity: Range:

0.00MQ.cm~20.00 MQcm /ﬁ

Conductivity Range:
0.00 x£s/em~200.0 ys/cm Portable pH/ORP METER
Temperature: Range: pH: 0.00~14Ph

0~100°C mV: -1999~+1999mV

AREEI

Conductivity Monitor
Conductivity Range:
0.00 pzs/cm~2000 g s/cm

H3JAdNIN3IY ANV d31s31




WATER SOFTENER
SOFTENER-1035 |

Parts Introduction:

Control Valve (8"~22" tank use)
1035 Fiber Glass Vessel
Cation resin

Transformer 12V

Salt valve set

1" Inlet connector

Brine pipe connector

Shipping dimension:
51x45x125cm/set, 46kgs

N31LSAS ONINILJO0S HILVM .

Cabinet-L: 32x48x114cm (blue &white)

Cabinet cap

Total Dimension:
H114mmxW32mmxD52mm

AQUAPRO Blow Molded Cabinets =

Available in three sizes, semi-transparent cap, bottom push-up shape, cap
back-open space for valve connection, accommodate a majority of control valves.

Model Dimension Capacity of resin

(No) (cm) (Liter)
CABINET-S  L48*W32*H71 13 liters
CABINET-M  L48*W32*H101 21 liters

CABINET-L L48*W32*H114

Y.l CABINET-L

. CABINET-M I

I\(ﬂ:;l)el Fitted vessel Capcolor Body

CABINET-S 818 blue/green white

I EAB!NET—M 830 blue/green white
CABINETL 93501035 buelgreen | white

CABINET-S

Fiber Glass Tanks
We supply Fiber Glass tanks of famous brands, Park and Wave Cyber

PART ~ DIA  HEIGHTW/O BASE HEIGHT W/BASE  CAPACITY
NO  INMM IN/MM IN/MM GAL.LITER
818 8413 a6z 189480 3521332
W0 _eame_  ewrs | ome | soomes
935 9.2/234 35.1/892 35.6/904 8.83/33.42
1035 10.2/259 35.0/889 35.5/902 10.47/39.63
1054 10.2/259 53.9/1369 54.4/1382 16.46/62.30
2 22816 52211325 ¢ 52601338 23068730
" 1sse 132383 sasiass 550411308 27.93/105.70

Stainless Steel Vessels

In addition to Fiber Glass type, S.steel vessels could be made ideally and
costless. Stainless steel 304 or 316 as per your choice

ode . Capacky Dia < Mol Tickness  1oP 0P
‘ '\ " ss10s4 62 254x1370  2mm 242
, ] = | " ss254 100 304x1370  2mm 2
| } | ss1ae5 w2 3551650  2mm 21120
B | ‘. | ssess 188 406x1650  2mm 2
| | | ss20e2 25 508x1580  2mm@mm »
. Css202 515x1830  2mmBmm »
ss260 308 554x1520  2mm@mm P
Css2460 a0 610x1520  2mm@mm P

, 552472 448 610x1820  2mm/3mm 4
g . 9 F : §S-3072 724 762x1820  3mmdmm 2 Flange &

2-1/2" Flange &

55-4872 1756 1210x1820 4mm/6mm material hole
CONTROL VALVE
Brine Tank and Salt Valve
Salt Valve Complete set | BT-1434

Brine Tank 1434
Capacity: 100L
For 818 up to 1645 softener

Salt Valve Pipe: 4" diax80cmLx2mmT
Salt Valve(for 8" up to 18" vessel)
Cab-fit :White Elbow Connector
*could be ordered individually.

WS1TC-S for Softener

Including iy > 2
Clack Valve TC type(S, or F) 3
4PC/CARTON/56*39*23CM/8.4KGS =

12V CE transformer

Drain line flow control (S & F)
Injector(Softener only)

1" inlet connector(for Clack & Autotrol)
Top distributor

Brine pipe connector(3/4"F 1/2"Barb)
Wrench for Valve(*option)

Product manual

JeeT-0
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Top Opening 2.5” Tank Use

i v-ois-T1 |

Top Distributor
Application:
for Top Opening 2.5" Tank

il v-isB1 |

Bottom Distributor
Application:
for 6~10" Tank

Top Opening 4” Tank Use

3 (ttteer,

] v-Dis-T4 |

Top Distributor
Application:
for 4” Top Opening Tank

—
S
A= )

i v-Dis-B2 | i v-Dis-B3 |

Bottom Distributor Bottom Distributor
Application: Application:
Free style 1 ton/piece for 12~16" Tank

NG

V-DISB-B12  12"-14" 4.74cm2  130mm  46mm

V-DIS6-B30 30" 11.06cm2  285mm  76mm

6 Ports Bottom Distributor(Big Flow Rate)
Model No. Tank X L1 L2

V-DIS6-B36L 36" 21.60cm2  365mm  118mm

4” Side Mount Tank Use

™
2D

V-DIS-T4-SD
Top Distributor ‘\.}TJ.'
Application: Sl
for 4” Side Mount Tank

>,

6” Flange Side Mount Tank Use

™
-

V-DIS3-T6-SDFG |

3 Ports Top Distributor
for 6” Flange Side Mount Tank

Specification :

1. 6” Flange Adapter
(OD-A: 3" BSP or NPT Female)
(OD-B: 3" BSP Female)

2. O-ring: ID184.5mmX W8.4mm

3. Male Adapter: 3’'BSP X 3" NPT

4. 3 Ports Hub, Female

5. 2070 Filter Nozzle: 2.5"BSP Male X OD 85mm X
H198mm X Mesh 0.3mm

6. S. Steel screw set

w)

Specification :

1. 90degree Elbow connector: 2” NPT Female X 2”
60mm or 63mm Socket

2. TB4020 Nut: BSP Female

3. TB4020 Adapter: 4"-8UN male X 65.5mm center
port

4. O-ring: ID76.4mm X W4.85mm

5. O-ring: ID107.32mm X W5.33mm

6. TB4020 Tube: 2.5"BSP Female X 2’NPT Male

7. 2070 Filter Nozzle: 2.5 BSP Male,
OD: 85mm X H198mm X Mesh 0.3mm)

6 Ports Bottom Distributor
for 4” Side Mount Tank

Model No.  Tank X L1 L2

V-DIS6-B36-SD 36" 21.60cm? 365mm 162mm

in

S18HVd 43aN3I140S H3ILVM .
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X

wnlnu. lﬁ\ya\\ »J

= Al 8 Ports Bottom Distributor
{ for 6” Flange Side Mount Tank
Model No. Tank X L1 L2

pamm2son® e V-DIS8-B24-SDFG6 24" 12.96cm?2 256mm 160mm
vanl / QAT e e e ———— = -

V-DIS8-B63-SDFG6 63" 36.72cm? 585mm 230mm

e Ll ~|

i Psos-34 |

Polyphosphate filter
3/4" Male & Female
Flow rate: 10GPM
Service life: 1 year

AN Y E\Jwaa ]

Anti-scales filter Water Improver
1/4" Female 3/4" male BSP
Flow rate: 5LPM Flow rate: 6GPM
Service life: 1 year Service life: 5 years

Manual Valve & By-pass

ol VALVE-M1

Infout: 1"
For Filtration vessel

Jil BYPASS-N |

Bypass
for Fleck Valve

VALVE-M180 |

Top Mount or Side Mount
Manual Valve

for top open 4" vessel
Material: S.steel

Components including :
Pressure Stabilizer Tank

\

v Pressure Gauge

Pressure Switch

5 Way Connector

Check Valve

\

1
1
I
1
'

Material: SS304 or SS316
Horse Power: 0.75HP & up

Specification :

1 x 220- 24DV /150Hz 3 x 220-240V / 380-415V / 50Hz  Electrical Data 2850min"'

Pump Type el — — — = = == = e R s
e B f‘_WY]_J_I‘f[_A]_ _____ ALCNNL . .
PM-DI2-30 540 | 24 480 ; 1.9/1.1 20M27M | 2.5M°H
" pMoDI240 630 1 28 620 1 20012 25M/34M 1 25MH
" PM.DI250 | 800 * DT 820 L S 27118 S 1 oMM
~ PmoDH430 760 1 35 720 1 24114 2M27TM | AMPH
"95‘914'45_'_'1606‘4:"25 """"" 9_86__—-3___52_1‘_1_8 """ Suiﬂ?sénﬁ‘f"iniafra"'
 PMDI450 1220 |, 57 1210 |  40/23 BWAIM | AMH

I AF-551220 | Ve N

DIA300mmxH490mm \_y |
DRAIN: 2", INLET: 2" v View Window &

SS304 CONSTRUCTION S.steel Mesh Filter

431714 "IVH ? dINNd d334 ¥31S009
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